
DIGITAL HEADEND 
AMPLIFIER 

THA 32 Z 
RF LINE AMPLIFIER 

THA 32 ZI 
RF IF LINE AMPLIFIER 

Main Features 

• Built for professional projects. 

• RF + IF 2 F connector input; 

• RF + IF 1 connector output 

• Independent output and sharp RF filter design 

• Gain setting with 20dB attenuator 

• Low power consumption thanks to new generation smd parts 

• High signal rate 

• Tilt adjustment for 0-15dB at low signal RF

• Extra SAT filter and IF amplifier at SAT polarity input 

• Extra RF filter and HYBRID amplifier in RF filter 

• High insulated SMPS power supply

• Easy and compact installation 

TECHNICAL 
SPECIFICATIONS 

Input 2 F Connector 

Çıkış 1 F Connector 

SAT Frequency Range 950-2150MHz

TERR Frequency Range 47-870MHz

SAT Subscriber Gain +30dB ± 1

TERR Subscriber Gain +30dB ± 2

Attenuator Setting 0...20dB 

Equalizer Attenuator 0...15dB 

Maximum Satellite Input 80dB ± 10 

Terr Maximum Input 70dB ± 10 

Isolation > 30dB 

Drawn Current 700mA 

Power source 220V 50Hz

Operating temperature -25...+50°C 

Dimensions 16,5 x 14,5 x 5

Weight 900 gr 

70 71




